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4XHVWLRQ 1XPEHU

Consider the following simultaneous equations (with ¢; and ¢, being constants):

3xit+t2 =it
4."('1_."1‘2:{’1

The characteristic equation for these simultaneous equations 1s

(A)A2=42=5=0 (B)12—41+5=0
(C))2+40—-5=0 D)2 +4%+5=0
AXHVWLRQ 1XPEHU &RUUHFW UR
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AXHVWLRQ 1XPEHU &RUUHFW UR

Given that the scope of the construction work is well-defined with all its drawings. specifications.
quantities and estimates. which one of the following types of contract would be most preferred?

(A) EPC contract (B) Percentage rate contract
(C) Item rate contract (D) Lump sum contract



4XHVWLRQ 1XPEHU

Let G be the specific gravity of soil solids. w the water content in the soil sample. i the unit

weight of water. and ¥ g the dry unit weight of the soil. The equation for the zero air voids line in a

compaction test plot 1s

Gy, Gy, G
A) pg=—"12 B) 7, = —* C) yy=—— D) yy=—
B e B P L, D 1%,
4AXHVWLRQ 1XPEHU &RUUHFW UR

Consider the following statements related to the pore pressure parameters. 4 and B:

A always lies between 0 and 1.0
A can be less than 0 or greater than 1.0
B always lies between 0 and 1.0
B can be less than O or greater than 1.0

¥ w0

For these statements. which one of the following options 1s correct?

(A)Pand R (B)Pand S (C)Qand R (D) Q and S

4XHVWLRQ 1XPEHU &RUUHFW ‘UR

Consider a rigid retaining wall with partially submerged cohesionless backfill with a surcharge.
Which one of the following diagrams closely represents the Rankine's active earth pressure
distribution against this wall?

(A) (B) (C) (D)




4XHVWLRQ 1XPEHU &RUUHFW rUR

If a centrifugal pump has an impeller speed of N (in rpm). discharge () (in m?/s) and the total head
H (in m). the expression for the specific speed N, of the pump is given by

0.5 N 0.5 NQ'US . NQ
@Ns =—S= ®N;s = ON; =7 @ Ns=105
A XHVWLRQ 1XPEHU &SGRUUHFW "UR

As per Noise Pollution (Regulation and Control) Rules 2000 of India. the day time noise limit for a

residential zone. expressed in dB(A) Leg. is

(A) 55 (B) 65
(C) 75 (D) 85
A XHVWLRQ 1XPEHU &GRUUHFW UR

Following observations have been made for the elevation and temperature to ascertain the stability
of the atmosphere:

Elevation (in m) Temperature (in °C)
10 155
60 15.0
130 14.3

The atmosphere 1s classified as

(A) Stable (B) Unstable (C) Neutral (D) Inverse

4XHVWLRQ 1XPEHU &RUUHFW rUR

The most important type of species involved in the degradation of organic matter in the case of
activated sludge process 1s

(A) autotrophs

(B) heterotrophs

(C) prototrophs

(D) photo-autotrophs



4XHVWLRQ 1XPEHU

For a broad gauge railway track on a horizontal curve of radius R (in m). the equilibrium cant e
required for a train moving at a speed of ¥ (in km per hour) is

1

V_
A)e=1.676—
(A) -

5

V_
B)e=1315—
(B)e =
V2
C)e=080—
©e R
VE
D)e=0.60—
D) e =
4AXHVWLRQ 1XPEHU &RUUHFW UR

The safety within a roundabout and the efficiency of a roundabout can be increased. respectively.
by

(A) mncreasing the entry radius and mcreasing the exit radius
(B) increasing the entry radius and decreasing the exit radius
(C) decreasing the entry radius and increasing the exit radius
(D) decreasing the entry radius and decreasing the exit radius

4XHVWLRQ 1XPEHU &RUUHFW UR

The method of orientation used. when the plane table occupies a position not vet located on the
map. is called as

(A) traversing (B) radiation

(C) levelling (D) resection



4XHVWLRQ 1XPEHU

Consider the frame shown in the figure:

VI

If the axial and shear deformations in different members of the frame are assumed to be negligible.
the reduction in the degree of kinematical indeterminacy would be equal to

(A) 5 (B) 6
)7 (D) 8

4XHVWLRQ 1XPEHU

Let the characteristic strength be defined as that value. below which not more than 50% of the
results are expected to fall. Assuming a standard deviation of 4 MPa. the target mean strength (in
MPa) to be considered in the mix design of a M235 concrete would be

(A) 18.42 (B) 21.00
(C) 25.00 (D) 31.58



AXHVWLRQ 1XPEHU

In a material under a state of plane strain. a 10=10 mm square centered at a point gets deformed as
shown in the figure.

VA
_— 10 mm
\‘ """-_.___"1
1 1
\\ ‘\
) (10 mm
'lr 1_‘.
- piE T = > X
E—I—U.D{]DS rad TRmRL Ly
_+ 0.004 mm

If the shear strain Yoyt this point 1s expressed as 0.001/ (in rad). the value of & 1s

(A) 0.50 (B) 0.25
(C) —0.25 (D) —0.50

4XHVWLRQ 1XPEHU

The plate load test was conducted on a clayey strata by using a plate of 0.3 m x 0.3 m dimensions.
and the ultimate load per unit area for the plate was found to be 180 kPa. The ultimate bearing
capacity (in kPa) of a 2 m wide square footing would be

(A) 27 (B) 180

(C) 1200 (D) 2000

4XHVWLRQ 1XPEHU

For a construction project. the mean and standard deviation of the completion time are 200 days
and 6.1 days. respectively. Assume normal distribution and use the value of standard normal
deviate - = 1.64 for the 95% confidence level. The maximum time required (in days) for the

completion of the project would be




4XHVWLRQ 1XPEHU

The divergence of the vector field V' = x7 7 + 2 J»’j g + FRiatx =1, p=2 2=3
15

4XHVWLRQ 1XPEHU

A two-faced fair coin has its faces designated as head (H) and tail (T). This coin is tossed three times
in succession to record the following outcomes: H. H. H. If the coin 1s tossed one more time. the
probability (up to one decimal place) of obtaining H again. given the previous realizations of H. H
and H. would be

4XHVWLRQ 1XPEHU

A sheet pile has an embedment depth of 12 m in a homogeneous soil stratum. The coefficient of
permeability of soil is 107% nv/s. Difference in the water levels between the two sides of the sheet pile
1s 4 m. The flow net 1s constructed with five number of flow lines and eleven number of
equipotential lines. The quantity of seepage (in cm’/s per m. up to one decimal place) under the
sheet pile 1s

4XHVWLRQ 1XPEHU

The VPI (vertical point of intersection) is 100 m away (when measured along the horizontal) from
the VPC (vertical point of curvature). If the vertical curve is parabolic. the length of the curve (in

meters and measured along the horizontal) 1s

AXHVWLRQ 1XPEHU

During a storm event in a certain period. the ramnfall intensity is 3.5 cm/howr and the @-index 1s
1.5 ci/hour. The intensity of effective rainfall (in con/hour. up to one decimal place) for this period
15




4XHVWLRQ 1XPEHU

The infiltration capacity of a soil follows the Horton’s exponential model. f =c1+c 23“"5.
During an experiment. the initial infiltration capacity was observed to be 200 mm/h. After a long
time. the infiltration capacity was reduced to 25 mm/h. If the infiltration capacity after 1 hour was
90 mm/h. the value of the decay rate constant. ¥ (in h™. up to two decimal places)
1s

4AXHVWLRQ 1XPEHU

While aligning a hill road with a ruling gradient of 6%. a horizontal curve of radius 50 m 1s

encountered. The grade compensation (in percentage. up to two decimal places) to be provided for
this case would be

4XHVWLRQ 1XPEHU

The tangent to the curve represented by v =xIlnx is required to have 45° inclination with the
v-axis. The coordinates of the tangent point would be

(A) (1.0) (B) (0.1) (©) (1,1) (D) (V2.42)



4XHVWLRQ 1XPEHU

Consider the following definite integral:

l|‘-——‘|_|.

0

4XHVWLRQ 1XPEHU
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Consider the following second-order differential equation:

The particular solution of the differential equation is

(A)—2-2t— P

(B)—2t— 7

— 4y' 4+ 3y = 2t — 3t2

(C) 2t — 37

D
()64

(D) —2-2t-3F



4XHVWLRQ 1XPEHU &RUUHFW

"UR

Group I gives a list of test methods and test apparatus for evaluating some of the properties of

Ordinary Portland Cement (OPC) and concrete. Group II gives the list of these properties.

Group I Group IT
P. Le Chatelier test 1. Soundness of OPC

Q. Vee-Bee test

-2

Consistency and setting time of OPC
R. Blaine air permeability test Consistency or workability of concrete

Fineness of OPC

e L

S. The Vicat apparatus

The correct match of the items in Group I with the 1tems in Group II 1s

(A) P-1, Q-3, R4, S-2 (B) P-2. Q-3. R-1, S-4

(C) Pt D R4 81 (D) P-1, Q-4, R-2, -3

4XHVWLRQ 1XPEHU

Two prismatic beams having the same flexural rigidity of 1000 kN-m? are shown in the figures.

6 KN/m
v v v v
J,f,‘;: Y ¥ ¥ - Y ¥ ¥ .,,;,9‘,’);
e 41m -
120 kN

r@p‘. '._‘52 f?;glif.

= 1m == 1m =~

If the mid-span deflections of these beams are denoted by & and & (as indicated in the figures). the

correct option is

.

(A) 0, =0, (B) 6, <0, (o 8, (D) & => 0,



4XHVWLRQ 1XPEHU

Consider the three prismatic beams with the clamped supports P. Q. and R as shown in the figures.

80N 20 N/m
_ ] " 640 N-m
o I A 2 2 20 2 y
z EI 4 EI % EJI
= Sm = = Sm ~ - Sm =

Given that the modulus of elasticity, E is 2.5<10* MPa: and the moment of inertia. Jis 8x10% mm®*,
the correct comparison of the magnitudes of the shear force S and the bending moment M
developed at the supports 1s

(A) Sp<Sp<Sp; Mp=M,=M,
(B) Sp=S,>Sz; Mp=M,>M,
©) S, <8y> 8y M,=M,=M,
D) S, <S,<Sz: M, <M, <M,

4XHVWLRQ 1XPEHU &RUUHFW rUR

Consider the following statements:

P. Walls of one brick thick are measured in square meters.

Q. Walls of one brick thick are measured in cubic meters.

R. No deduction in the brickwork quantity is made for openings in walls up to 0.1 m? area.

S. For the measurement of excavation from the borrow pit in a fairly uniform ground. deadmen are
left at suitable intervals.

For the above statements. the correct option is

(A) P—False: Q—True: R —False: S—True
(B) P —False; Q —True: R —False: S —False
(C)P—True: Q—False: R —True: S —False
(D) P—True: Q—False: R—Trme: S—True



AXHVWLRQ 1XPEHU

Two identical concrete piles having the plan dimensions 50 cm = 50 cm are driven mto a

homogeneous sandy layer as shown in the figures. Consider the bearing capacity factor Nq for

@ =30°as 24.
A [ AT T . ARDOE
Snnp [ DySad e Gred Sand
o720 m :::::legk}qh]ﬁ ", .20 m ::;,»;ale_()thuB
S S| [g=ae
BRI % It el e
Cahges Ll Sl

If Qp, and Qp, represent the ultimate point bearing resistances of the piles under dry and

submerged conditions. respectively, which one of the following statements 1s correct?

(A) QPl > QP,2 by about 100% (B) QPI =t sz by about 100%

(C) QP,1 > QP,2 by about 5% (D) QP,1 < QP2 by about 5%

4XHVWLRQ 1XPEHU

Following are the statements related to the stress paths in a triaxial testing of soils:

P. If 01 = gs. the stress point lies at the origin of the p-g plot.
Q. If 01 = 03. the stress point lies on the p-axis of the p-g plot.
R. If g1 > 03. both the stress points p and ¢ are positive.

For the above statements. the correct combination is

(A) P—False: Q—True: R—-True
(B) P—True: Q—False: R—True
(C) P—False: Q—True: R —False
(D) P —True: Q- False: R —False



4XHVWLRQ 1XPEHU

Two cars P and Q are moving in a racing track continuously for two hours. Assume that no other
vehicles are using the track during this time. The expressions relating the distance travelled d (in
km) and time £ (in hour) for both the vehicles are given as

P:d =60t
Q: d = 60 t2

Within the first one hour. the maximum space headway would be

(A) 15 km at 30 minutes (B) 15 km at 15 minutes
(C) 30 km at 30 minutes (D) 30 km at 15 nunutes

4XHVWLRQ 1XPEHU

For the construction of a highway. a cut is to be made as shown in the figure.

/ .
;_— Potential
i shear surface

The soil exiubits ¢’ = 20 kPa. ¢’ = 18°. and the undrained shear strength = 80 kPa. The unit
weight of water is 9.81 KN/m’. The unit weights of the soil above and below the ground water table
are 18 and 20 KN/m’. respectively. If the shear stress at Point 4 is 50 kPa. the factors of safety
agamnst the shear failure at this pomt. considering the undrained and dramned conditions.

respectively. would be

(A) 1.6 and 0.9 (B)09and 1.6
(C)0.6and 1.2 (D) 1.2 and 0.6



4XHVWLRQ 1XPEHU

Two towers. A and B. standing vertically on a horizontal ground. appear in a vertical aerial
photograph as shown in the figure.

The length of the image of the tower A on the photograph is 1.5 cm and of the tower B 1s 2.0 cm.
The distance of the top of the tower A (as shown by the arrowhead) is 4.0 cm and the distance of
the top of the tower B 1s 6.0 cm. as measured from the principal point p of the photograph. If the

height of the tower B 1s 80 m. the height (in meters) of the tower A 1s

4XHVWLRQ 1XPEHU

A hollow circular shaft has an outer diameter of 100 mm and inner diameter of 50 mun. If the
allowable shear stress is 125 MPa. the maximum torque (in kN-m) that the shaft can resist

15

4XHVWLRQ 1XPEHU

A simply supported rectangular concrete beam of span 8 m has to be prestressed with a force of
1600 kN. The tendon is of parabolic profile having zero eccentricity at the supports. The beam has

to carry an external uniformly distributed load of intensity 30 kN/m. Neglecting the selt-weight of
the beam. the maximum dip (in meters. up to two decimal places) of the tendon at the mid-span to

balance the external load should be




4AXHVWLRQ 1XPEHU

Two plates of 8 mum thickness each are connected by a fillet weld of 6 mm thickness as shown in
the figure.

/ff/ff/// W
/5

50 mm 100 mm pP—>

P a"//////a‘!"/ J} P

P

|

— 100mm —

The permussible stresses in the plate and the weld are 150 MPa and 110 MPa. respectively.
Assuming the length of the weld shown in the figure to be the effective length. the permissible load

P (m kN) 1s

4XHVWLRQ 1XPEHU

Consider the portal frame shown i the figure and assume the modulus of elasticity.
E =2.5x10* MPa and the moment of inertia. 7 = 8x10% mm"* for all the members of the frame.

€ 2000 kN T
P
1650 kN/m El 2m
Q EI s 7
EX 4m
R
AL =
k 4m g

The rotation (in degrees. up to one decimal place) at the rigid joint Q would be
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